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TAPPING ATTACHMENT AND TAPPING MACHINE

MODEL HM-24 HM-32 HM-42 HM-50
For Tap M3~M24 M4~M32 M4~M42 M8~M50

Speed (rpm) 0~400 0~550 / 0~105 0~400 / 0~75 0~150

Working Range Rmax.(mm) 1600 1600 1600 1600

Rmin.(mm) 200 200 200 200

Voltage 220/380 V, 50/60 Hz, 3-PHASE

Electric Motor 3 HP 3 HP 3 HP 10 HP

Hydraulic Pressure 100 kg/cm² 100 kg/cm² 100 kg/cm² 140 kg/cm²

Weight N.W / G.W 300 / 400 300 / 400 300 / 400 450 / 550

Hydraulic tapping spindle
Parallel arm
Table mounting column
Choose any six pieces safety clutch tapping adapters
Work Cart
Electric Motor, Hydraulic Pump, Hydraulic Box
Electric - Controlled Device
Optional device : 90° and various degree tapping device

Standard Accessories:

 HM-24  HM-32  HM-42  HM-50

 Hydraulic Tapping Machine
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Safe, rapid and efficient
Able to solve all tapping problems.

Features:
● Rapid positioning and high machine speed increase
  productivity.
● Lower tap damage rate, high thread accuracy.
● Tap shall never break for tapping through-hole or 
  blind-hole
● Tapping for heavier workpiece requires no positioning
  equipments nor movement, large work area.
● Lower machining cost than that by CNC machine,
  drilling tapping operation.
● Maximum drilling diameter: ø6 mm.
● Easy operation, no experience or strength
  required.

Universal inclination Spindle attachment.
90° and Various Degree Tapping Device

Pneumatic Tapping Machine

Specal Accessories Of Tapping Machine

For AT12

For AT20

TAPPING ATTACHMENT AND TAPPING MACHINE
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Code AT-08/ AT-12/ AT-16/
Capacity M2~M8 M3~M12 M3~M16

Speed (rpm) 700 400 300

Work Range Rmax. 1600mm , Rmin. 500 mm

Weight (Kg) 20 20 25

Code AT-08/ AT-12/ AT-16/ AT-22/
Capacity M2~M8 M3~M12 M3~M16 M3~M22

Speed (rpm) 700 400 300 120/300

Work Range Rmax. 1900 mm , Rmin. 200 mm

Weight 21 21 23 27

Type AT-I

AT-08/I
AT-12/I

● Pneumatic tapping spindle
● Parallel arm
● Table mounting column
● Pneumatic service unit
● Choose any six safety clutch tapping adapters.
  (See page 51, 52)

STANDARD ACCESSORIES:

AT-16/I

Type AT-II

AT-08/II
AT-12/II

AT-16/II
AT-20/II

● Pneumatic tapping spindle
● Parallel arm
● Table mounting column
● Pneumatic service unit
● Radial jib, increases arm reach by 500 mm.
● Choose any six safety clutch tapping adapters.

STANDARD ACCESSORIES:

TAPPING ATTACHMENT AND TAPPING MACHINE
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  (See page 51, 52)
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Size Ordering Code Adapter size D D1 D2 L1 L3 L4 L5
TC0 300700-10XXX 0 22 12.5 13 15 4 19.5 7

TC1 -11XXX 1 30 19 19 17 4 21.5 7

TC2 -12XXX 2 48 30 31 30 5 35 11

Size Ordering Code Adapter size D D1 D2 L1 L3 L4 L5
TC0 300700-20XXX 0 22 12.5 13 15 4 19.5 12

TC1 -21XXX 1 30 19 19 17 4 21.5 12

TC2 -22XXX 2 48 30 31 30 5 35 16

TC3 -23XXX 3 70 47 48 (44) 6 55.5 19

Size Ordering Code Adapter size D D1 D2 L1 L3 L4 L5
TCS0B 300700-30XXX 0 23 12.5 13 15 20 19.5 21

TCS1B -31XXX 1 32 19 19 17 25 21.5 25

TCS2B -32XXX 2 50 30 31 30 31 35 33

Size Ordering Code Adapter size D D1 D2 L1 L3 L4 L5
TCS0B 300700-40XXX 0 23 12.5 13 15 20 19.5 26

TCS1B -41XXX 1 32 19 19 17 25 21.5 31

TCS2B -42XXX 2 50 30 31 30 31 35 38

TCS3B -43XXX 3 72 47 48 44 41 55.5 50

QUICK CHANGE TAPPING ADAPTERS

Type TC●B

Please see next page for Tap code to get complete ordering code.   Order example:300700-11012 TCIB/M4 JIS 5pcs.

Without safety clutch

Code:30X700-1XXXX

Type TC●B(fix)

Without safety clutch

Code:30X700-2XXXX

Type TCS●B

With safety clutch

Please see next page for Tap code to get complete ordering code.   Order example:303700-23026  TC3B(fix)/M12 ISO 5pcs.

Code:30X700-3XXXX

Please see next page for Tap code to get complete ordering code.   Order example:304700-32038 TCS2B/M20 DIN 5pcs.

With safety clutch

Type TCS●B(fix)

Code:30X700-4XXXX

Please see next page for Tap code to get complete ordering code.   Order example:300700-43042  TCS 3B(fix)/M22 JIS 5pcs.
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Ordering example:
300700-42026   TCS2B/M12(Fix) JIS  1pc.
303700-32026   TCS2B/M12 ISO        1pc.
304700-32026   TCS2B/M12 DIN        1pc.

Code

Taps with
JIS Shank Dimensions

Metric Dia.
ø Square

xx010 M3 4 3.2

xx012 M4   M4.5 5 4

xx014 M5            M5.5 5.5 4.5

xx016 M6 6 4.5

xx018 6.1 5

xx020 M8            M7 6.2 5

xx022 M10          M9 7 5.5

xx024                  M11 8 6

xx026 M12 8.5 6.5

xx028 9 7

xx030         M14  M15 10.5 8

xx032 12 9

xx034 M16 12.5 10

xx036                  M17 13 10

xx038         M18 14 11

xx040 M20 15 12

xx042         M22 17 13

xx044 M24          M25 19 15

xx046         M27  M26 20 15

xx048                  M28 21 17

xx050 22 17

xx052 M30 23 17

xx054                  M32 24 19

xx058         M33 25 19

xx060         M35  M34 26 21

xx062 M36          M38 28 21

xx064         M39  M40 30 23

xx066 M42 32 26

xx068         M45 35 26

xx070 M48 38 29

Dimensions of Tap Shank for Pipe Thread

xx072 PT 1/8″ 8 6

xx074 PT 1/4″ 11 9

xx076 PT 3/8″ 14 11

xx078 PT 1/2″ 18 14

xx080 19 15

xx082 PT3/4″ 23 17

xx084 24 19

xx086 PT 1″ 26 21

xx088 28 21

xx090 PT 1 1/4″ 32 26

xx092 PT 1 3/8″ 35 26

xx094 PT 1 1/2″ 38 29

Code

Taps with
JIS Shank Dimensions

DIN
352

DIN
371

Dia.
ø Square

xx010 M3 M3 3.5 2.7

xx012 M4 M4 4.5 3.4

xx014 M5 M5 6 4.9

xx016 M6 M6 6 4.9

xx018

xx020 M8 6 4.9

xx022 M10 7 5.5

xx024 M8 8 6.2

xx026 M12 9 7

xx028 M10 10 8

xx030 M14 11 9

xx032

xx034 M16 M12 12 9

xx036

xx038 M18 14 11

xx040 M20 16 12

xx042 M22 18 14.5

xx044 M24 18 14.5

xx046 M27 20 16

xx048

xx050

xx052 M30 22 18

xx054

xx058 M33 25 20

xx060

xx062 M36 28 22

xx064 M39 32 24

xx066 M42 32 24

xx068 M45 36 29

xx070 M48 36 29

Dimensions of Tap Shank for Pipe Thread

xx072 G 1/8″ 7 5.5

xx074 G 1/4″ 11 9

xx076 G 3/8″ 12 9

xx078 G 1/2″ 16 12

xx080 G 5/8″ 18 14.5

xx082 G 3/4″ 20 16

xx084 G 7/8″ 22 18

xx086 G 1″ 25 20

xx088 G 1 1/8″ 28 22

xx090 G 1 1/4″ 32 24

xx092 G 1 3/8″ 36 29

xx094 G 1 1/2″ 36 29

Code

Taps with
JIS Shank Dimensions

Metric Dia.
ø Square

xx010 M3 2.24 1.8

xx012 M4   M3 3.15 2.5

xx014 M5   M4 4 3.15

xx016 M6 4.5 3.55

xx018 M5 5 4

xx020 M8   M6 6.3 5

xx022 M10   M8 8 6.3

xx024

xx026 M12 9 7.1

xx028 M10 10 8

xx030 M14 11.2 9

xx032

xx034 M16 12.5 10

xx036

xx038 M18 14 11.2

xx040 M20 14 11.2

xx042 M22 16 12.5

xx044 M24 18 14

xx046 M27 20 16

xx048

xx050

xx052 M30 20 16

xx054

xx058 M33 22.4 18

xx060

xx062 M36 25 20

xx064 M39 28 22.4

xx066 M42 28 22.4

xx068 M45 31.5 25

xx070 M48 31.5 25

Ordering Code Table of TC Tap adapters

QUICK CHANGE TAPPING ADAPTERS

JIS 300700-xx0xx DIN 304700-xx0xx ISO 303700-xx0xx
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